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NSF CERTIFIED MINERAL TANKS
EXCELLENT QUALITY & RELIABILITY




@ FLOTROL FRP MINERAL TANKS

DIAMETER

(IN) PART NUMBER TANK SIZE (IN) CONNECTION (IN) CAPACITY (GAL) SHIPPING WEIGHT (LB)
FLT-0613XX-25T 6X13 2.5"T 1.0 5.4
6” FLT-0618XX-25T 6X18 2.5"T 1.8 5.7
FLT-0635XX-25T 6X35 2.5"T 5.0 8.4
FLT-0713XX-25T 7X13 2.5"T 1.2 4.5
- FLT-0717XX-25T 7X17 2.5"T 2.8 59
FLT-0735XX-25T 7X35 2.5"T 5.2 8.1
FLT-0744XX-25T 7X44 2.5"T 6.7 10.8
FLT-0813XX-25T 8X13 2.5"T 2.0 5.2
. FLT-0818XX-25T 8X18 2.5"T 3.2 7.3
8 FLT-0835XX-25T 8X35 2.5"T 6.6 12.1
FLT-0844XX-25T 8X44 2.5"T 8.7 14.1
FLT-0917XX-25T 9X17 2.5"T 3.6 5.6
- FLT-0935XX-25T 9X35 2.5"T 8.3 12.8
FLT-0942XX-25T 9X40 2.5"T 10.5 14.8
FLT-0948XX-25T 9X48 251 12.7 16.8
FLT-1017XX-25T 10X17 2.5"T 4.4 9.9
FLT-1035XX-25T 10X35 2.5"T 10.2 14.8
- FLT-1040XX-25T 10X40 2.5'T 10.7 16.4
FLT-1044XX-25T 10X44 2.5"T 13.1 19.8
FLT-1047XX-25T 10X47 2.5"T 13.4 20.6
FLT-1054XX-25T 10X54 2.5"T 16.4 22.5
- FLT-1248XX-25T 12X48 2.5"T 21.0 27.6
FLT-1252XX-25T 12X52 2.5 22.2 30.2

Order SKU Sample:
FLT-1054BK-25T

. 25=25" T=Top
Color Options: - NA - Natural 4=4" BERctiom

6=6"

Other Colors Available Upon Request

GlobalAqua 1e1:626.333.3336 www.globalaqua.net

TECHNOLOGY

7



@ FLOTROL FRP MINERAL TANKS

DIAMETER

(IN) PART NUMBER TANK SIZE (IN) CONNECTION (IN) CAPACITY (GAL) SHIPPING WEIGHT (LB)
- FLT-1344XX-25T 13X44 2.5"T 21.9 28.3
FLT-1354XX-25T 13X54 2.5"T 27.6 29.8
o FLT-1465XX-25T 14X65 2.5"T 40.6 38.0
FLT-1465XX-4T 14X65 4T 40.6 38.0
FLT-1665XX-25T 16X65 2.5"T 49.0 474
16”  FLT-1665XX-4T 16X65 4"T 49.0 47.4
FLT-1665XX-4T4B 16X65 4"T 4"B 49.0 47.4
T FLT-1865XX-4T 18X65 4"T 66.7 78.6
FLT-1865XX-4T4B 18X65 4"T 4"B 66.7 78.6
-~ FLT-2162XX-4T 21X62 4"T 88.0 88.7
FLT-2162XX-4T4B 21X62 4"T 4"B 88.0 105.0
o0 FLT-2472XX-4T 24X72 4T 126.5 132.6
FLT-2472XX-4T4B 24X72 4"T 4"B 126.5 137.5
30" FLT-3072XX-4T 30X72 4"T 195.2 215.1
FLT-3072XX-4T4B 30X72 4"T 4"B 195.2 236.8
FLT-3672XX-4T 36X72 4 282.5 274.2
36" FLT-3672XX-4T4B 36X72 4"T 4"B 282.5 276.2
FLT-3672XX-6T 36X72 6"T 282.5 285.5
FLT-3672XX-6T6B 36X72 6"T6"B 282.5 309.4
42”  FLT-4272XX-6T6B 42X72 6"T6"B 289.8 476.5
48"  FLT-4872XX-6T6B 48X72 6"T6"B 475.8 546.8
63”  FLT-6386XX-6T6B 63X86 6"T6"B 831.7 796.4

Order SKU Sample:
FLT-1054BK-25T

. 25=25" T=Top
Color Options: - NA - Natural 4=4" BERctiom

6=6"

Other Colors Available Upon Request

GlobalAqua 1e1:626.333.3336 www.globalaqua.net
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OPERATING SPECIFICATIONS

M

Ml:xxPREssURE 105 Bar (150psj)

2 TEMPERATURE 49°C (120°F)
NTEMPERATURE 1°C (34°F)

MAXvacyy
UM 12
(NEG PRESSUR]EZ,? MmHg (5" Hg)

DO N
OT Excegp SPECIFICATIONS

CompLy

MFR# R1023TYG142
SIZE: 1 0X54

o

HANDLING INSTRUCTIONS

VESSEL APPROVED FOR WATER
FILTRATION USE ONLY. ALL__
OTHER APPLICATIONS MUST B2
APPROVED BY MANUFACTUZ i
DO NOT USE FOR PNEUMATY
HYDRO-PNEUMATIC APPLICATI()DNTO
VESSEL MUST NOT BE E)ﬂ(:%s(iw'
TEMPERATURE BELOW -2

ALL REQUIREMENTS OF PE.D. 2014/68/EV

PRE
SSURE VESSEL WITH POLYETHYLENE INNER SHELL

NSF Certified
Media Tanks

FEATURES

e Variety of models from 6” to 63” diameter for
residential, commercial, to industrial applications

e High performance composite material:
HDPE/LLDPE liner with fiberglass reinforced outer
shell

e Seamless inner liner shell with a GFPP inlet for
excellent durability and leak-free service.

e All our FRP mineral tanks are NSF certified

GlobalAqua
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Operating Limits:

e Max. Operation Pressure: 150 Psi (10.5Bar)
e Max. Operation Temperature: 120°F (49°C)
e Min. Operation Temperature: 34°F (1°C)

e Max. Vacuum: 140 mm Hg

e Min. Exposed Temperature: -22°F (-30°C)

*All operations that exceed the operating limit
will void the warranty

www.globalaqua.net



